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Las pantallas LED LITE VISION son un sistema
modular de alto brillo para la colocacion tanto
exteriores como interiores, las principales ventajas
que ofrece esta tecnologia son un brilo muy
elevado, superando unas 30 veces un monitor
tradicional y unas posibilidades de montajes y
tamanos infinitas. La fabricacion modular permite

facilitar la instalacion transporte y mantenimiento.

Aungue este tipo de sistemas estd disenado para
grandes tamanos ya que aseguran un impacto
visual a grandes distancias, ademas estan optimi-
zadas para poder ser vistas a distancias mas

cortas.
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Carteleria exterior.

COLOMBIA
ARGENTINA
PERU

EL SALVADOR
PANAMA

-
FABRICANTES DE P AN NN

. Tecnologia Modular para grandes proyectos.

. Modulos de ultima generacion con tecnologia SMD o DIP
. PITCH (16/10/5 mm)

. Mantenimiento frontal o frasero segun la necesidad.

. Resoluciones ULTRA HD para Imagenes espectaculares.

. Proyectos “Llave en Mano”
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Carteleria Interior.

_ Tecnologia
= SMD interior
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LINEA FLATIed “DAT"” by LED LITE VISION

Nuestra Linea FLATLed “DAT” fabricada en aleacién de
aluminio es una gabinete multifunciéon fabricado por

LED LITE VISION, este tamano de gabinete estdndar de
1000*1000*75 mm de 25 kg se puede utilizar para instalaciones
fijas en el interior o exterior y su caracteristica principal es que
es MANTENIMENTO FRONTAL y TRASERO de alto brillo regulable
de los 5500 a 8000 nits.

Disponibles en pitch 3.91, 4.81, 6.25, 10.4 OUTDOOR

1000*1000*76 MM GABINETE.
DISENO DE ALTA PRESICION EN ALUMINIO.
DISPONIBLE MANTENIMENTO TRASERO Y DELANTERO

o . - - . INSTALACIONES FIJAS CON OPCIONES CURVO
O 90 GRADOS .

POTENCIADO CON NOVASTAR.
3 ANOS DE GARANTIA.

Energy Saving + Dual Maintenance
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Especificaciones LINEA FLATIed “DAT” by LED LITE VISION

0d hel
PixelPitch
PhysicalDensity
LedArrangement
ModuleResolution
ModuleDimensions
CabinetResolution

CabinetDimensions

CabinetWeight
Brightness
MaxPowerConsumption
AvePowerConsumption
ViewingAngle
OperatingPowersource
OperatingTemperature
RefreshRate

IPRating
SignallnputSource

Certificate

3.906mm

65,536pixels/m2

3inlsSMD

128x64pixels
500x250mm(19.69x9.84inch)
250x250pinels

1000x1000x7 6mm
(39.37x39.37x2.99inch)

25kg

5500-8000nits
480w /panel
160w/panel

160 (W14 (H)
110-240VAC50-60Hz
-20°C~450°C
3.840Hz

IP65

Composite S-
video,Component HDMLSDI,
HDVGA,DVI
ETLFCC,CCC,RoHS,CE

4.769mm

43,264pixels/m?2

3in1SMD

1045 2pixels
500x250mm(19.69:9.84inch)
208x208pixels

1000x1000x76mm
(39.37x35.37x2.99inch)

25ka

5500-8000nits
A80w/panel
160w/panel
160°(W)S0°(H)
110-240VAC50-60Hz
-20°C~+50°C
3,840Hz

IP65

Composite, 5-
video,Component, HDMISDI,
HD,VGA,DVI
ETLFCC,CCC,RoHS,CE

Energy Saving + Dual Maintenance
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Especificaciones LINEA FLATIed “DAT” by LED LITE VISION

Mod a

PixelPitch
PhysicalDensity
LedArrangement
ModuleResolution
ModuleDimensions
CabinetResolution
CabinetDimensions

CabinetWeight
Brightness
MaxPowerConsumption
AvePowerConsumption
ViewingAngle
OperatingPowersource
OperatingTemperature
RefreshRate

IPRating
SignallnputSource

Certificate

6.23mm

23,600pixels/m2

3in1SMD

B0xd0pixzls
500x250mm(19.69x9 B4inch)
160x160pixels

1000x1000x76mm
(39.37x39.37x2.9%inch)

25kg

5500-8000nits

480w /panel
160w/panel
160°(W)90r{(H)
110-240V ACS0-60HZ
-20°C~+50°C
3,840Hz

IP65S

Composite,S-
video,ComponentHDMLSDI,
HD,VGA,DVI
ETL,FCC,CCC,RoHS,CE

10416mm

9,216pixels/m2

3in1SMD

Al 24 pixels
500x250mm(19.6%9.84inch]
96*96pixels

1000x1000x76mm
(39.37x39.37x2.99inch)

23kg

5500-8000nits
480w /panel
160w/panel
160°(W)135°(H)
110-240VACS0-60Hz
-20°C—~+50°C
3,840Hz

IPGS

Composite,S-
video,Component HDMLSD],
HDVGA,DVI
ETLFCC,CCC,RoHS,CE

Energy Saving + Dual Maintenance
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Imagenes LINEA FLATIed “DAT” by LED LITE VISION

Thickness 97mm

1000mm |

1000mm

Multiple
cabinet
dimensions
available
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Proyectos personalizados con uso
tan simple que nos permite
diferenciarnos del resto de las
companias gracias a nuestra
experiencia.

Utilizamos componentes de calidad,
tenemos tecnologia de avanzada y
la puesta en marcha es realizada
por nuestros ingenieros en cualquier
Caso.

La garantia total es por tres anos vy
durante ese periodo monitoreamos
su pantalla para que esté libre de fa-
Nuestros productos de llas siempre que se encuentre instala-
caracteristicas  Unicas da en forma fija.

permite ensamblar
desde pequenas
pantallas hasta lo que la
imaginacion le permita.
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Argenting

Bernardo de Monteagudo 1412, Banfield, Buenos Aires

solutions@ledlitevision.com

Chile

Avenida La Dehesa 181, Santiago de Chile, Chile

solutions@ledlitevision.com

Espana

Calle Alcacer 44, Planta 7, puerta 28, Valencia

solutions@ledlitevision.com

China

N35, Fuyuan 1st Road, Fuyong Towe, Baoan District, Shenzhen

solutions@|edlitevision.com
Somos “ALIADOS DE TUS IDEAS”

solutions@ledlitevision.com


https://www.ledlitevision.com/nosotros/
mailto:solutions@ledlitevision.com
https://www.instagram.com/led_lite_vision/?hl=es

